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Multi-caliber boresight collimator   

Multi-caliber boresight collimator   

 

• Ultra-rigid Sight for calibers 12.7 and 7.62 

• Adaptable to specific calibers by request 

• Integrated slope compensation to 1 thousandth 

Web: scrome.com                                              Ecommerce: scromescopes.com 
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The Scrome rifle sight is designed to equip marksmen from the army, gendarmerie and police to 
adjust and check the harmonization of the scope on their rifle without shooting. This sight is of a 
single-piece construction, with its integrated mount on the body, allowing it to be mounted on its 
dedicated rod according to the calibers and ballistics of the ammunition used. The incrementation of 
its focal length makes it the most accurate instrument for guaranteed targeting. 
 
The rod with the collimator holder is factory set to average angles of drop and gyro drift. The 
integrated slope compensator makes it possible to regain verticality naturally 
 
1. Dimensions and characteristics 
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The rifle collimator is shipped in plastic carry case, 
with foam inserts and the instruction manual. 
The rod is in specific packaging. 
 

Magnification 7.62 12.7 

Length 510 mm 600 mm 

Mass 590 g 850 g 

Objective lens diameter 28 mm 28 mm 

Focal length 160 mm 160 mm 

Field 170 m/ 170 m/ 
Grid ±1 m/ ±1 m/ 
No Grid 0.2 m/ 0.2 m/ 
Accuracy 0.3 m/ 0.2 m/ 
 

2. Performance 
 
Tightness: meets French standard GAM EG 13 Code 1 
 
Temperature: 
 
In operation:  – 31°C to + 51°C 
Storage: –46°C to +70°C 
 

 

3. Reticle 
 
The Collimator can be equipped with different 
reticles taking into account the stadiametric and 
ballistic data specific to individual users. The reticle 
simulates a target in the form of a grid marked 
vertically by numbers and laterally by letters. 
4. Mounts 

 

 
The rifle collimator attaches into the muzzle of 
the rifle (available in standard sizes of 
7.62mm and 12.7mm). 
5. Accessories 
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HIGH PERFORMANCE  
OPTO-MECHANICS AND  
MILITARY OPTRONICS 

Scrome SAS  1 rue Jacques Rueff   92160 Antony, France   +33 01 4674 1119   contact@scrome.com  www.scrome.com 

 


